Auswahltabelle ContiCleaner
Bei der kontinuierlichen Innenreinigung wird 60-90% des GesamtdiisenausstoRRes (=100%) als Reinigungswasser in den Tank eingebracht.
Berechnungsbeispiel:
ISO-Diisengrofe x Arbeitsbreite x 2 = ISO-DiisenausstoR Gestdnge

x18 m

60 - 90% von 108 = 65 - 97
Kombination von ContiCleaner 60 und ContiCleaner 30 méglich (abhangig von der Fassform).

X2

1x Conti!‘eaner 60 oder 2 x ContiCleaner 30

oder
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3 x ContiCleaner 25
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1x ContiCleaner 25
48 1x ContiCleaner 30 1x ContiCleaner 25
60 60 1x ContiCleaner 30  |2x ContiCleaner 25 1x ContiCleaner 25
72 84 1x ContiCleaner 60 [2x ContiCleaner 30 2x ContiCleaner 25 1x ContiCleaner 25
a0 0 96 108 1x ContiCleaner 60  |2x ContiCleaner 30 3x ContiCleaner 25 2x ContiCleaner 25
1x ContiCleaner 60  |2x ContiCleaner 30 3x ContiCleaner 25 2x ContiCleaner 25
0 0 120 128 132 1x ContiCleaner 30  1x ContiCleaner 60 |3x ContiCleaner 30 4x ContiCleaner 25
0 0 60 6 144 152 168 2x ContiCleaner 60 2x ContiCleaner 30 1x ContiCleaner 60 |4x ContiCleaner 30
80 0 80 90 0 1x ContiCleaner 30  2x ContiCleaner 60 |3x ContiCleaner 30  1x ContiCleaner 60
40 3x ContiCleaner 60 |2x ContiCleaner 30  2x ContiCleaner 60
0 00 1x ContiCleaner 30  3x ContiCleaner 60
0 0 60 80 4x ContiCleaner 60
420 4x ContiCleaner 60
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